SUBMERSIBLE

For in-tank applications
USING E85 & METHANOL FUELS

Note: Please ensure all
hose is thoroughly cleaned
out before use.

. 400 SERIES HOSE (suits 400 & 510 series hose ends)

Aeroflow 400 series push lock hose is designed for the use with our push-on fittings. Available in black and blue. / ¢

* For use with fuel systems, E85, E10, methanol, oils, lubricants and coolant systems.

 Where Temperature exceeds 70°C , on oiling systems and on all EFI fuel systems clamps must be used to
secure hose ends.

» Temp range -40°C to 100°C

Note. Due to the use of unknown additives in some fuels, we are unable to guarantee our rubber hoses
compatibility with all fuels unless otherwise stated.

We recommend the use of Aeroflows PTFE series hose for all other types of fuels.

NOT FOR USE WITH POWER STEERING OR TRANSMISSION COOLER LINES

AN 1 Metre 2 Metres 3 Metres 4.5 Metres 7.5 Metres 30 Metres BULK PACKS
- BLUE 400 SERIES HOSE Length Part No
a -4 | AF400-04-1M | AF400-04-2M | AF400-04-3M | AF400-04-45M | AF400-04-7.5M | AF400-04-30M |
LS -5 | AF400-05-1M AF400-05-2M AF400-05-3M AF400-05-4.5M | AF400-05-7.5M | AF400-05-30M | 100M  AF400-05-100M
: -6 | AF400-06-1M | AF400-06-2M | AF400-06-3M | AF400-06-4.5M | AF400-06-7.5M |AF400-06-30M | 100M  AF400-06-100M
S -8 | AF400-08-1M AF400-08-2M AF400-08-3M | AF400-08-4.5M | AF400-08-7.5M | AF400-08-30M | 100M  AF400-08-100M
= -10 | AF400-10-1M | AF400-10-2M | AF400-10-3M | AF400-10-45M | AF400-10-75M | AF400-10-30M | 50M  AF400-10-50M

12 | AF400-12-1M AF400-12-2M AF400-12-3M AF400-12-4.5M | AF400-12-7.5M | AF400-12-30M

BLACK 400 SERIES HOSE Length  PartNo

-4 AF400-04-1MBLK | AF400-04-2MBLK ‘ AF400-04-3MBLK 1 AF400-04-4.5MBLK | AF400-04-7.5MBLK | AF400-04-30MBLK

-5 AF400-05-1MBLK | AF400-05-2MBLK | AF400-05-3MBLK = AF400-05-4.5MBLK | AF400-05-7.5MBLK | AF400-05-30MBLK | 100M  AF400-05-100MBLK
-6 AF400-06-1MBLK | AF400-06-2MBLK i AF400-06-3MBLK \ AF400-06-4.5MBLK | AF400-06-7.5MBLK §AF400-06-30MBLK } 100M  AF400-06-100MBLK
-8 AF400-08-TMBLK | AF400-08-2MBLK | AF400-08-3MBLK = AF400-08-4.5MBLK | AF400-08-7.5MBLK | AF400-08-30MBLK | 100M  AF400-08-100MBLK
-10 | AF400-10-IMBLK | AF400-10-2MBLK 1 AF400-10-3MBLK | AF400-10-4.5MBLK | AF400-10-7.5MBLK iAF400-10-30MBLK 50M AF400-10-50MBLK

-12 | AF400-12-IMBLK | AF400-12-2MBLK | AF400-12-3MBLK | AF400-12-4.5MBLK | AF400-12-7.5MBLK | AF400-12-30MBLK

SIZE PART NO INSIDE DIA OUTSIDE DIA OPERATING PRESS
-4 AF400-04 ‘ 6.4mm 1/4” 12mm 15/32 250
-5 | AF400-05 y 7.9mm alw 14.3mm 9/16” | 250
-6 AF400-06 ‘ 9.5mm 3/8” ; 15.8mm 5/8" 250
-8 AF400-08 12.7mm 1/2” 19.1mm 3/4” ‘ 250
-10 AF400-10 15.9mm 5/8” 22.9mm 29/32” l 250
-12 AF400-12 19.1mm 34" 26.2mm 11/32 250

I AERO CLAMPS

Aero clamps are recommended for extra
clamping on push lock hose used in high
pressure and heat applications. 5 different

. AERO CLAMP PLIERS sizes available.

Aero clamps are recommended for extra clamping on push lock hose used
in high pressure and heat applications. This tool aids in the installation and
removal of all sized Aero clamps.

Description
Suits -4 & -5 push lock hose

AF444-04

=— AF444-06 Suits -6 push lock hose
Part No Description AF444-08 | Suits -8 push lock hose
” AF444-10 | Suits -10- push lock hose
AF98-2024 Fits and removes all Aero clamps AF444-12 Suits -12 push lock hose
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